NAC-HD-321F

« 2MP 1080p 1920x1080 BULLET HD de exterior
« Scanare progresiva CMOS perfecta pentru obiecte in miscare
« Meniu OSD
« Viteza mare de transmisie
* Auto color to B/ W la lumina mica, true day/night

« functie noise reduction

» distanta IR 20 ~30 m

« standard IP66

NAC-HD-321F
Specificatii
Camera
Image Sensor 1/3"CMOS
Resolution 1920 x 1080
Image System PAL/NTSC

Min. Illumination

0Lux (LEDON)

Lens 3.6 mm

IR Distance 20~30m

Water-proof IP66

Video Output BNC x 1

Image Size 1080P (1920 x 1080 )

Frame Rate 30 fps (60 Hz ), 25 fps (50 Hz )
Functions

Screen Display

12 languages supported

Function Control OSsD

Day & Night Yes (ICR)
BLC & HLC Yes

Defog Yes

WDR Yes

3D NR Yes

Motion Detection

Up to 4 areas

Privacy Mask

Up to 8 areas

Defect Correction

Yes (support live and static defective pixel correction )

S /N Ratio

> 52 dB ( AGC off)

Electronic Shutter

1/50s ~ 1/50000s ( PAL );
1/60s ~ 1/50000s (NTSC)

AGC

Yes

White Balance

ATW, AWCASET, Indoor, Outdoor, Manual

Advanced Image

Sharpness, saturation, brightness, etc. are adjustable

Mirror

Yes

Smart IR

Yes

Others




Power Supply DC12V(x10 %)

Working Environment -20°C ~50 °C, 10 % ~ 90 % humidity

Dimensions (mm) 87 x 219




