
Technical Features

SR136 SR135 FIRE / 24 V

EN 50131 - 4  /  gradE 2 YES -

IMQ aPPrOVaL YES -

SOUNd POWEr 100 dB at 1 mt / 85 dB at 3 mt 100 dB at 1 mt / 85 dB at 3 mt

LEd LaMP YES -

WaTchdOg'S LEd YES -

SYSTEM STaTUS VISUaLIZaTION YES -

SYSTEM STaTUS SOUNd SIgNaLLINg YES -

aLarM'S MEMOrY YES -

SEParaTEd TrIggErS YES -

SOUNd TYPE MOdIFIcaTION YES -

aNTIOPENINg TaMPEr YES YES

BacK TaMPEr YES YES

aNTIFOaM PrOTEcTION optional -

POWEr SUPPLY 13.8 Vdc 24 V

EN 50131-4   /   GRADE 2   

SRSeries

SR Series sirens are available in 2 different versions: SR136 and SR135 
FIRE / 24 V. Outdoor sirens are auto-supplied, with 2Ah battery’s housing. 
All models are equipped with anti-opening and back tamper switches. 

Available Case Colours: white / silver / red

Available Flash Colours: orange / red / blue

Dimensions: W 220, H 280, D 100 mm

OUTDOOR SIRENS

Battery box
2 Ah

Antifoam


